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Superior incorporation of
broadcast seed
Stubble control in lighter soils
Low HP requirements

Effective levelling behind
planter/ combine/seeder
Stubble knockdown in
erosion sensitive soil
All in one preparation and
seeding chain

Most aggressive stubble
mulching with minimal till
Working speed of up to 18km/h
Effective in all soil types

20mm Bar Weldless Link 600-3 Ductile Iron Link 80mm Bisalloy

PC18 SPECIFICATIONS
WEIGHT 18 KG/M

LINK COMPOSITION 20MM BAR

OVERALL DIAMETER 260 MM

SPIKES/M 28

SPIKE LENGTH 85 MM

DLC36 SPECIFICATIONS
WEIGHT 36 KG/M

LINK COMPOSITION 600-3 DUCTILE IRON

OVERALL DIAMETER 255 MM

LINKS/M 12.5

DIRECTION OF SPIKE USED EITHER WAY

KC96 SPECIFICATIONS

WEIGHT 96 KG/M

KNUCKLE COMPOSITION BISALLOY 80

OVERALL DIAMETER 230 MM

KNUCKLES/M 40

SPIKE LENGTH 120 MM
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CD5 SPECIFICATIONS
WEIGHT 70 KG/M

DISC COMPOSITION 5MM BISALLOY 450

OVERALL DIAMETER 360 MM

DISC SPACING 150 MM

DISC SHAPE CURVED

LD6 SPECIFICATIONS
WEIGHT 70 KG/M

DISC COMPOSITION 6MM BISALLOY 450

OVERALL DIAMETER 320 MM

DISC SPACING 150 MM

DISC SHAPE CURVED

DC60 SPECIFICATIONS
WEIGHT 65 KG/M

LINK COMPOSITION BISALLOY 400

OVERALL DIAMETER 305 MM

DISC SPACING 150 MM

Sharpened, curved disc for
maximum penetration
Increased aggression for
tight, compact soils
Superior stubble
incorporation and breakdown

Square edged, curved disc
for greater levelling
Ideal for maximum tilth in
lighter soils
Best all-round chain type
for changing conditions

Breaks up soil clods and
improves surface aeration
Incorporates light stubble
without aggressive digging
Creates minimal tilth while still
improving seedbed finish
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